Olivetti Calculators and Computers 


Keys and controls 

with 
13 keys: nine for the digits 1 to 9 
plus keys for zero and double zero, 
decimal point, minus sign. 


Control group for addition, 

subtraction, sub-total and full total 

in first register. 

Set of dual purpose controls: 

- in manual mode these provide 
second register addition, 
subtraction, sub-total and full total 

— in programmed mode they operate 
as program keys. 


Multiplication and division keys. 

Dual purpose key for: 

— «non-add» 

— establishing of constant. 

Grand total key. 

Automatic «delta» key. 

«Gross margin» key. 

Percentage key for discounts, 

mark-ups and percentage proportions. 

Reset key. 

Dual purpose Key for: 

- printing the number of addends 
and/or minuends entered, and the 
number of results accumulated in 
the GT register 

— calculation of the arithmetic mean. 


Logos 45 PD 


a 
n oe ne pen 


Key for rounding off results to a 
set value. 


Pre-set controls 

On/off switch. 

Three-position round-off selector 

(rounding up, rounding down, 

rounding to nearest whole number). 

Selector wheel for: 

— selecting the number of decimals 
(0, 2, 4, 6, floating) 

— «add mode» 

— calculations in sixtieths 

— date calculation. 

Switch for automatic accumulation 

of results, and for selection 

of operating status (manual or 

programmed). 

«Non-print» selector. 

Auxiliary devices 

Paper roll advance control. 


Arithmetic and memory units 


MOS electronic arithmetic unit. 

In manual mode the memory 

consists of: 

— three operating registers 

— two accumulator registers 

— one register for automatic 
accumulation of results. 

Capacity: 12 digits plus decimal point 

and sign. 


Print unit 


Serial-parallel impact type dot printer. 
Cartridge ribbon. 

Can print all entries, and intermediate 
or final results as required, with 


appropriate symbols, in manual mode. 


Prints messages in programmed 
mode. 

Whole numbers arranged as groups 
of three digits. 

Double vertical spacing after printing 
each result. 

Capacity: 20 columns, for 12 digits, 
decimal point, minus sign and 
operating symbols. 

Speed: 1.8 lines per second. 


Display Using this stored program the 


The single-line display shows entered Logos 45 PD will repeat the routine 
data and results. automatically, leaving the operator 
Also indicates «machine running», free simply to enter variable data. 
errors, and «automatic accumulator Accessories 


register in use». 


Capacity: 13 positions. Logocart 40 cartridge ribbon. 


Paper rolls 60.5 or 57 mm wide and 


Special features 60 m long. 
In manual mode, the Logos 45 PD Dust cover. 
provides the following features: Electrical specification 


- totals re-entered automatically 
— constant natural multiplier 
and divisor 
- constant first term in division 
or percentages 


Voltage: models available for 
standard voltages in all countries. 
Frequency: 50-60 Hz. 
Consumption: 20 W. 


= percentage proportions Dimensions 

- arithmetic mean Width: 25 cm (10 in.) 

- data transfer from one register Height: 8 cm (3 in.) 
to another Depth: 24 cm (9% in.) 


— rounding-off to a pre-determined 
value, printing full result and 
rounded-off result, and, in addition 
and subtraction, the difference 
between the two results 

- storage of an operating routine 
(«touch mode») 

- calculation of sale price, given 
purchase price and gross profit 
margin («gross margin») 

- calculationeef absolute variation 
and percentage variation between 
two figures (automatic «delta») 

- calculation of difference between 
two times, expressed in hours, 
minutes and seconds, during the 
space of 24 hours (Time in/Time out) 

- calculation of dates expressed as 
month/day/year. 


Weight: 2.4 kg (5.3 Ib.) 


Programmability 

In addition to its function in manual 

mode as a normal calculator, the 

Logos 45 PD can also operate 

in programmed mode. 

Arithmetic routines comprising up to 

28 program steps can be stored. olivetti 
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